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CTI AOHCACC1 0901-1

One-way Valve Ref. AOHCACC1

With Warning Light + Pressure Gauge

Main Dimensions

ON ﬂ
! 1"'.
OFF |
L , i A. 25 mm
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1 |0 b SR IR iy — D. 33 mm
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1 d 2 2 - Delivery
M 3 - Exhaust
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(Dimensions in mm)

Working medium Air

Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3

Thread Ports G1/8”

Weight (Kg) 0,150

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI AOHCACMC1 0901- 2

One-way Valve

Ref. AOHCACMC1

Metallic

Main Dimensions

2

1 - Supply
2 - Delivery
3 - Exhaust

A. 27 mm

B. 57 mm

C. 36 mm

D. 26 mm

E. 24 mm

F. 26 mm

G. Max 103 mm
H. 43,5 mm

(Dimensions in mm)

Working medium Air

Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3

Thread Ports G1/8”

Weight (Kg) 0,165

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI AOHCACC2 0901- 2

Double one-way Valve Ref. AOHCACC2

With Warning Light + Pressure Gauge

Main Dimensions

A. 23 mm
B. 78 mm
C.20 mm
D. 33 mm
E. 17 mm
F. 80 mm
G. 42 mm
H. 16 mm
. 111 mm
L. 42 mm

1 - Supply

29 : A 21 21/ 22 - Delivery
4 3 - Exhaust
o
(Dimensions in mm)

Working medium Air
Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3
Thread Ports G1/8”
Weight (Kg) 0,230

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI AOHCACMC2 0901- 5

Double One-way Valve Ref. AOHCACMC2

Metallic

Main Dimension
- —— -

A. 27 mm
B. 57 mm
C.37mm
D. 24 mm
E. 26 mm
F. 26 mm
G. Max 103 mm
H. 53 mm
L. 28 mm

1 - Supply
2 - Delivery
3 - Exhaust

(Dimensions in mm)

Working medium Air

Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3

Thread Ports G1/8”

Weight (Kg) 0,290

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI AOHCACC3 0901- 2

Triple one-way Valve Ref. AOHCACC3

With Warning Light + Pressure Gauge

Main Dimensions

i ™

A. 23 mm
B. 78 mm
C.20 mm
D. 33 mm
E. 17 mm
F. 108 mm
G. 40 mm
H. 16 mm
I.111 mm
L. 42 mm

1 - Supply
23 22 21 21 /22123 - Delivery
' 3 - Exhaust

! (Dimensions in mm)

Working medium Air

Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3

Thread Ports G1/8”

Weight (Kg) 0,310

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI AOHCACMC3 0901- 2

Triple One-way Valve

Ref. AOHCACMC3

Metallic

Main Dimensions

1 - Supply
2 - Delivery
3 - Exhaust

A. 27 mm
B. 57 mm
C.37mm
D. 25 mm
E. 26 mm
F. 26 mm
G. Max 103 mm
H. 53 mm
L. 28 mm

(Dimensions in mm)

Working medium Air

Operating pressure (Bar) up to 12
Working temperature -40°C/+80°C
Nominal diameter (mm) 3

Thread Ports G1/8”

Weight (Kg) 0,400

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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2 Way Distributor Valve

Ref. AOHCD4C2
AOHCD5C2
AOHCD6C2

With Warning Light + Pressure Gauge

Main Dimensions

Y1 - Reset position (with Lock) ull the handgrip

Y2 - Operation port 21 i lo operate.
Y3 - Operation port 22

58 mm
37 mm
76 mm
27 mm
48 mm
12 mm
24 mm
20 mm
19 mm
84 mm
.46 mm
28 mm
.41 mm

OZEr~IGMMUOW»

CTI AOHCDA4C2 ; AOHCD5C2 ; AOHCD6C2 0404- 1

=
| | B
Detail assembling flange.
PRESSURE GAUGE TECHNICAL DATA
Operating voltage = 24V cc
Contacts = NO (normally open)
—q_ 1- SUPPLY
Closed pressure contacts =3 -4 Bar 21- CONTROL LOWERING
22- CONTROL TIPPING
3- EXHAUST
""""""" -
AOHCDA4C2 — Standard Model A
AOHCD5C2 — with automatic return lever in reset ‘ — e
position (Port. 21-LOW and port 22-TIP) N 22 (TIP)
AOHCD6C2 — with automatic return lever in reset i o 21 (LOW)
position (Port 22-TIP) B~
s
Main Data
Working medium Air
Operating pressure (Bar) up to 12
Working temperature —40°C /+80°C
Nominal diameter (mm) 4
Thread Ports | G1/8”
Weight (KQ) 0,455
ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA
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CTI AOHCD7C3 : AOHCDS8C3 : AOHCD9C3 0404- 1

Ref. AOHCD7C3
3 Way Distributor Valve AOHCDSC3
AOHCD9C3
With Warning Light + Pressure Gauge
Main Dimensions
Y1 - Reset position (with Lock)
Y2 - Operation port 21
Y3 - Operation port 22 ) :
X - Operation port 23 ./q_':‘g,.._-- T }';”Lg;‘fa?;’_”dgr” 'é gg mm
C. 76 mm
D. 27 mm
E. 80 mm
F. 12 mm
G. 24 mm
H. 20 mm
. 19 mm
L. 116 mm
M. 46 mm
N. 59 mm
O. 41 mm
M
Detail assembling flange. 1- SUPPLY
PRESSURE GAUGE TECHNICAL DATA g% ggmsgt #%VF\,II',E\I@NG
Operating voltage = 24V cc 23- ENGAGEMENT PTO’S
Contacts = NO (normally open) 3. EXHAUST
Closed pressure contacts =3 -4 Bar
i R
AOHCD7C3 — Standard Model 23 (PTO) —
AOHCD8C3 — with automatic return lever in reset position, @L”]_; by 3=
(Port. 21-LOW and port 22-TIP) si % | _
AOHCD9C3 — with automatic return lever in reset position, L frrsmaet
(Port 22-TIP) 1(IN)
Main Data
Working medium Air
Operating pressure (Bar) up to 12
Working temperature |—40°C / +80°C
Nominal diameter (mm) 4
Thread Ports | G1/8”
Weight (Kg) 0,575
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CTI ABCD42/52/62 0901- 0

. . Ref. ABCD42
2 Way Distributor Valve o ABCDS?

ABCDG62

With Warning Light + Pressure Gauge

Main Dimensions A - Reset position (with Lock)
e B - Operation port 21

C - Operation port 22
E - Lamp for PTO insert indication

L
-
o
[*s]
)
']
o & - E—
PRESSURE GAUGE TECHNICAL DATA
Operating voltage = 24V cc
Contacts = NO (normally open)
10,15, 23
N
- f o
o] 1 ~ =
1.1 — 22-TIP
2 @ = |:| 21 - LOWy
|
= ]
Z 2]
N < 1- SUPPLY
o 21- CONTROL LOWERING
* < 22- CONTROL TIPPING
70 3- EXHAUST

ABCD42 - Fix up and down
ABCD52 — with automatic return up and down
ABCD62 — with automatic return up and fix down

Working medium Air

Operating pressure (Bar) up to 12
Distributor valve | -40°C /+80°C

Automatic fittings |- 20°C /+ 80°C

Nominal diameter (mm) 4

Weight (Kg) 0,6

(Dimensions in mm)

Working temperature

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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Ref. ABCD73
ABCD83
ABCD93

3 Way Distributor Valve

With Warning Light + Pressure Gauge

Main Dimensions A - Reset position (with Lock)

B - Operation port 21
C - Operation port 22
D - Operation port 23

s E - Lamp for PTO insert indication

T

T
215 \{ |
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| Ll_ 1
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t'__‘-ﬂ [ i 1C 1 -
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PRESSURE GAUGE TECHNICAL DATA A2
@ Operating voltage = 24VDC
Contacts = NO (normally open)
\f$ 135 igj
AN
n ‘\\ 22 23 Lﬁ\} o ]
N = @ — 22 - TP
(@ [wf) (O 1T 9 3 - P10 = T
fe) g @9 ==
8 e a O\ 4 g —
2 3 i — - Qy@_}u N
| g ﬂ_ 7 'y - IN
+ l N/
)
© B8 O o v & 1- ENERGY SUPPLY
32 |45 21- CONTROL LOWERING
: e =7 | ® 22- CONTROL TIPPING
67.5 23- ENGAGEMENT POWER
TAKE OFF
3- EXHAUST

ABCD73 - Fix up and down
ABCD83 — with automatic return up and down

. . . Di [ [
ABCD93 — with automatic return up and fix down (Dimensions in mm)

CTI ABCD73/83/93 1406- 1

Working medium

Air

Operating pressure (Bar)

up to 12

Working temperature

Distributor valve

-40°C /+80°C

Automatic fittings

-20°C /+80°C

Nominal diameter (mm)

4

Weight (KQ)

0,4

lmdpcers

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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3 Way Distributor Valve Ref. ABCD73IL

With Warning Light + Pressure Gauge; without automatic switching off PTO

Main Dimensions A - Reset position (with Lock)

B - Operation port 21
C - Operation port 22
D - Operation port 23

E - Lamp for PTO insert indication
285

SR
717

835
Y ~
4 K
{
é

iy

305 il

535
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= H2]] |
[ et == |'| I O -
PR
PRESSURE GAUGE TECHNICAL DATA A2
@ Operating voltage = 24VDC
Contacts = NO (normally open)
2
\f;\ 135 igj
n ‘\\‘ 22 23 Lﬁ\%l?iw -
AN P = 22 - TP
@) @| I | O £-PR 5 | == 21 - LOW
p (oen & @,3\\7‘5 =l
b R O\ .
a8 9 | - - Qyﬂ/u o ¢
| ‘'l 5 ¢ "
+ l NN/
)
© B8 O e & 1- ENERGY SUPPLY

45 21- CONTROL LOWERING

22- CONTROL TIPPING

23- ENGAGEMENT POWER
TAKE OFF

3- EXHAUST

67.5

ABCD73IL — Fix up and down (without automatic switching off PTO) (Dimensions in mm)

CTI ABCD73IL 1407- 1

Working medium

Air

Operating pressure (Bar)

up to 12

Working temperature

Distributor valve

-40°C /+80°C

Automatic fittings

-20°C /+80°C

Nominal diameter (mm)

4

Weight (Kg)

0,4

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI DCMO1 0901- 0

2 WAY DISTRIBUTOR VALVES Ref. DCMO01

with lever stop on Tip and Low position

Main Dimensions . .
N N
—._‘ ol S—— =
'C:; o
<
1y |3
=
i *
i
23] 35

i

e 22 21 ow

1 - Supply
21/ 22 - Delivery
3 - Exhaust

(Dimensions in mm)

Working medium Air

Operating pressure (Bar) Min. 5; Max. 10
Working temperature -30°C/+80°C
Thread ports G1/8”

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI PTOCMO1 0901- 0

ONE-WAY VALVE - SELECTOR Ref. PTOCMO1

For power take-off engagement control

Main Dimensions

18

(O 9 JOL
S 3

g8 85 *@é

10 50 35 ﬂ

MSx0 .8
/2

24
35
=
U1

From “A"

15,
.
LN
|/

5

5.

= G 1/8

3 23
1—+

1 — Supply
23 — Delivery
3 — Exhaust

(Dimensions in mm)

Note: Thread ports - G1/8".

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI TCMO1 1403-0

DOUBLE-WAY VALVE - SELECTOR @ Ref. TCM01

Taipal Control Meiller Type

Main Dimensions
A — Stop position 20
B — Pull to operate section 23
. .. | ~
(automatic return to stop _posmon) T T a3
C — Push to operate section 24 J&JL{_J \‘/
(automatic return to stop position) S =N
|
of | - @ |
o T @ S T o
2 LT ; f =
gi; s —
o . | M5x0.8
3 T g ws | g BUILT - IN SW5 4| JEPTH=12
¥ = 07 % A e 508
ch.8 : N
@ &
24 3 23 !
- I
10 50 5 23
® - If other valves are installed in series
the screw must be removed
1 — Supply
23 — Delivery 3 2
24 — Delivery  1—4 I——za
3 — Exhaust <] ) ) i
(Dimensions in mm)

Maximum working pressure (bar) 12

Working temperature -40°C/ +80°C
Weight (approx.) (kg) 0,4

Thread ports (BSP) 1/8"
Tightening torque for connecting threads (N.m) 8-13

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI V358910CP 0901- 1

PNEUMATIC VALVE Ref. V358910CP

5X2 R 1/8 BOT.

Main Dimensions

925 C M1éx1

|
Y
|
\

115

18

18

T ©@@®@ll}

16

= ro

S

O gi—
u_:r'"h
E3

(Dimensions in mm)

Working medium Air
Operating pressure (Bar) up to 6
Working temperature 0°C / + 60 °C
Nominal diameter (mm) 5

Thread Ports G1/8”
Weight (Kg) 0,118

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI KVAC 0901- 2

KIT DE VACUO / KIT DE VACIO / VACUUM KIT

12V / 24V

Main Dimensions

1- Linha de vacuo / Linea de vacio / Vacuum line;

2- Abragadeira / Abrazadera / Cramp;

3- Ponteira 1/4"BSP / Conexion 1/4"BSP / Tip 1/4"BSP ;

4- Acessorio T/ Conexion T/ Joint T; 10

5- Racor 1/4”BSP / Racor 1/4"BSP / Connector 1/4”BSP ;

6- Tubo 4x6 / Tubo 4x6 / Pipe 4x6;

7- Racor M5 / Racor M5 / Connector M5;

8- Electrovalvula / Electrovalvula / Electrovalve;

9- Racor 1/8” (engrena a tomada) / Racor 1/8” (engrena la pto) / Connector 1/8"BSP (engage the pto) ;

10- Racor 1/8” (desengrena a tomada) / Racor 1/8”(desengrena la pto) / Conector 1/8”"BSP (disengage the pto);
11- Cabo eléctrico / Cable eléctrico / Electric wire;

12- Comando / Mando / Control;

13- Bateria (ndo é fornecida com o kit) / Bateria (no es suministrada con kit) / Battery (isn’t supplied with the kit)

(Dimensions in mm)

Ref. KIT DE VACUO / KIT DE VACIO / VACUUM KIT
KVAC12 12v
KVAC24 24V

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI KVAC 0901- 2

KIT DE VACUO / KIT DE VACIO / VACUUM KIT

12V / 24V

INFORMACAO GERAL

As seguintes instrugbes de montagem para os kits de vacuo 12V e 24V, devem ser seguidas, por forma a
assegurar um bom funcionamento dos mesmos. Caso estas instrugdes ndo sejam seguidas, qualquer
reclamacgdo em garantia ndo sera aceite.

INSTRUCOES

a) Localizar a linha de vacuo (1)

b) Inserir 0 “T" (3/4/5), pelas extremidades opostas e fixar com as abragadeiras (2)

¢) Cortar a quantidade de tubo (6) necessario para unir a extremidade livre do “T” com a electrovalvula (8).

d) Fixar a electrovalvula num ponto protegido das intempéries.

e) Passar o cabo eléctrico (11) desde a electrovalvula até ao interior da cabine, para o ligar ao interruptor
de accionamento.

f)  Roscar os racors (9/10) no bombito da tomada de forca.

g) Com o tubo (6) que sobrou, cortar a quantidade necessaria para ligar a electrovalvula (8) com a tomada
de forca (1). A posicao depende: Luz da electrovalvula acesa — engrenamento da tomada de forga;
Luz da electrovalvula apagada — desengrenamento da tomada de for¢a.

h) Ao fixar os tubos, ter cuidado para que ndo estejam submetidos a aquecimentos, tensfes ou

encostados noutras superficies que possam provocar o seu desgaste e posterior rompimento.

INFORMACION GENERAL

Las siguientes instrucciones de montaje para los kits de vacio de 12 y 24V deberan ser seguidas, de forma a
asegurar un bueno funcionamiento.

Si estas instrucciones no fueren respectadas, cualquier reclamacién en garantia no sera aceptada.

INSTRUCIONES

a) Localizar la linea de vacio (1).

b) Insertar el “T” (3/4/5), por las extremidades opuestas y fijar con las abrazaderas (2).

c) Cortar la cantidad necesaria de tubo (6) para unir la extremidad libre de la “T” con el electro valvula (8).

d) Fijar el electro valvula en un punto, protegido de las intemperies.

e) Pasar el cable eléctrico (11) desde el electro valvula hasta el interior de la cabina para conectarlo al
interruptor de accionamiento.

f)  Roscar los racores (9/10) en lo piston de vacio de la toma de fuerza .

g) Con lo que resta de lo tubo, cortar la cantidad necesaria para conectar la electro valvula a la toma de
fuerza. La posicion depende: Luz de la electro valvula encendida — engranaje de la toma de fuerza;
Luz apagada — desengranaje de la toma de fuerza.

h) Al fijar los tubos, tener precaucion de que no estan cerca de fuentes de calor, que no estan debajo de
tensiones y que no estan en contacto con otras superficies que puedan dafialos.

GENERAL INFORMATION
The following assembling instructions for the 12 and 24V vacuum kits should be followed in order to assure good
functioning. In case of disrespect of these instructions, any claim under guarantee will not be accepted.

INSTRUCTIONS

a) Look for de vacuum line (1).

b) Insert the “T" (3/4/5), by the opposing extremities and fix it with the cramps (2)

c) Cutthe necessary length of pipe (6) in order to connect the free extremity of the “T” to the electro valve (8).

d) Fixthe electro valve at a point safe from bad weather conditions.

e) Pass the electrical cable (11) from the electro valve till the inside of the cabin to connect it to the switcher.

f)  Screw the connectors (9/10) in the vacuum piston of the PTO.

g) With the remaining pipe, cut the necessary length to connect the electro valve to the PTO. The position
depends on: Light of the electro valve on — PTO engaged; Light of the electro valve off — PTO disengaged.

h) When fixing the pipes be careful: to put them away from heating sources; not to put the pipes in tension; and
to protect them from surfaces that may damage them.

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTlI KPNE12 / KPNE24 1501 -3

PNEUMATIC KIT
12V 24V

Ref. KPNE12
KPNE24

Main Dimensions
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RIGHT MOUNTING
POSITION

70
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g

21

AIR OUT
TO PTO

AIR_EXAUST
FILTER

COMPRESSOR
CONTROL CABLE SUCTION PIPE

/ DO NOT CLOSE
MAIN ELECTRIC
CONTROL CABLE

AIR OUT TO "AUX*
OR TO PNEUMATIC VALVE
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164

164

RIGHT MOUNTING POSITION

NN

ATTRLITILRLTTITIRRARIARN [ ASRAERRL R SR

up

T
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(Dimensions in mm)

Working temperature range

-10°C /+50°C

Max pressure permitted

4 bar

Adjustable working pressure

from 1 to 4 bar

Setting pressure 3.5 bar
Max continuous working 60 sec
IP Protection class IP 56

Wmapcers

m—l*:? et
\.50“ W

Notes:

1. Don’t exceed the pressure permitted. Electrical protection “Fuse” are mandatory. Do not use compressor with leakage of

air or low voltage battery.

2. Keep the compressor distant from hot and radiant surface

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTlI KPNE12 / KPNE24 1501 - 3

PNEUMATIC KIT Ref. KPNE12

12V 24V KPNE24

Electric scheme

©)
@
0
0

24V-DC . » v H ]
OBLIGATORY : UTILIZE

COMPRESSOR
SUCTION PIPE
DO NOT CLOSE

i

x
—= KW N
SWITCH
SATTERY (OPTIONAL)
g i
i =1
e | Nl 9

? : 162

Minimum size of battery connection wires - 1.5mm?*
5 A Fuse obligatory - Voltage 12VDC/24VDC (+5V/-0V) for AIR PLUS LIGHT DUTY
7,5 A Fuse obligatory - Voltage 12VDC/24VDC (+5V/-0V) for AIR PLUS HEAVY DUTY

5 1 e it
© [ ® OBLIGATORY

BATTERY

==

KAP1-PTO

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTlI VFCNO 1405- 0

End of Strokes Ref. VECNO

Pneumatic end of stroke, normally open

Main Dimensions

5, 50

40

A. Air line connection

C. Escape

60 C 12,5

1 5)

w8
| i

o —<H
<

B. Valve connection (Ascent connection)

(Dimensions in mm)

Max. operating pressure (Bar) 12

Min. working temperature -30°C
Body Aluminium
Weight (Kg) 0.3

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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CTI SVFCNO 0904- 0

2 Way Distributor Valve Ref. SVFCNO

Pneumatic end of stroke, normally open + support

Main Dimensions

156

50 20

\ D

3%

<H

&
o

A. Air line connection

B. Valve connection (Ascent connection)

C. Fixation holes

1. Open connection between air line and valve
2. Closed connection between air line and valve

(Dimensions in mm)

Operating pressure (Bar) up to 12

Distributor valve |- 30 °C / + 80 °C

Working temperature

Automatic fittings - 20°C /+ 80 °C

Weight (kg) 1,9

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown

& ABER - Embraiagens e Comandos Hidraulicos - A. B. LDA

EI;II:Erg—IG‘ et o Rua Francisco de Almeida, N° 30 — Vila Nova da Telha — 4470 MAIA - Portugal
“0.,? Telefone: +351.22.9438070 Fax: +351.22.9420823 e-mail: aber@aber.pt http://www.aber.pt 1/1
I




CTI VFCOCC 0912-0

3 Way Distributor Valve Ref. VFCOCCC

Pneumatic end of stroke valve, open / closed circuit

Main Dimensions
12
2
4_
11
NC — normally close NO — normally open
F| F|
| O -
. ch 13 Eﬁ ch 13 gg {
Pneumatic scheme T L 5
A T
( \ b * M22xl5
I
E I L S o N
2 |._12 .rl,
z U -
= J_=§ \
= i
...J" m J
" 1
f—pas— 38
94.3
(Dimensions in mm)
Operating pressure (Bar) Méax. 10
Working temperature -40°C /+80°C
Weight (kg) 0,55

ABER is constantly engaged in improving its products and, therefore, reserves itself the right to modify without any further notice the characteristics shown
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